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Sec. 12 BAT TERY CA BLE & TER MI NALS
Bat tery Ca ble

Bare Copper Standard Conductor, covered with tough
black Polyvinyl Chloride insulation.  The thick jacket is
easy to strip, resistant to moisture, weather, oil and
acids.

Auveco Unit
Part No. Gauge Stranding O.D. Pkg.

11392 .........4 ...........70 x 22.5..... .380.......25’ Roll
13850 .........1/0 ........133 x 21...... .530.......25’ Roll
13851 .........2/0 ........133 x 20...... .590.......25’ Roll

Solderless 
Battery Cable Terminals

Tin Plated Cop per
Auveco Cable Post Unit
Part No. Size Size Pkg.

11360.............No. 6 AWG........Universal ..............2
11361.............No. 4 AWG........Universal ..............2
11362.............No. 1 AWG........Positive ................2
11363.............No. 1 AWG........Negative...............2
11364.............No. 1/0 AWG.....Positive ................2
11365.............No. 1/0 AWG.....Negative...............2
11366.............No. 2/0 AWG.....Positive ................2
11367.............No. 2/0 AWG.....Negative...............2
15858.............No. 3/0 AWG.....Positive ................2

Note: Use w/ Auveco Tool No. 7996

Uni ver sal Bat tery Ter mi nal

 9948

For Positive & Negative Posts
Cable Range 8 thru 2/0 AWG

UNIT PACKAGE:  2

Marine Battery Terminals
Lead Plated Brass Terminal
Nickel Plated Grade 2 Steel Wing Nut
Zinc Plated Grade 2 Steel Bolt & Nut

8772
For Positive Posts

3/8"-16 Stud

UNIT PACKAGE:  5

8773
For Negative Posts

5/16"-18 Stud

UNIT PACKAGE:  5

Engine Ground & Bonding Strap

19499
Replacement for body to engine block straps. Solves
light dimming problems by grounding charging
system. Also reduces radio noise. Copper braided
wire with tin-plated brass ring terminals. 8” long. 10
Gauge. 5/16” - 3/8” stud size ring terminal.

UNIT PACKAGE: 2

Universal Side Mount
Battery Cable Terminal

12975

Fits all small diameter cables - both positive and
negative.

UNIT PACKAGE:  2

All Lead Terminal

10808
Zinc Plated Steel Bolt & Nuts

5/16"-18 Stud

UNIT PACKAGE:  2

Universal Positive &
Negative


