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OIL & TRANS MIS SION DRAIN PLUGS (WITH GAS KETS) Sec. 13

18024
Zinc

Thread: M14-1.25
Hex: 13mm
Length Under Head: 16mm
Washer Head O.D.: 23mm

Fits the following applications:
Jeep

UNIT PACKAGE:  5

16308
Zinc

Thread: M14-1.5
Hex: 16mm
Length Under Head: 11mm
Washer Head O.D.: 25mm

Fits The Following
M14-1.5 Applications:
Chrysler  Imports 83-On

Honda 83-On

Isuzu  87-On

Mazda  72-On

Spectrum  88-On

Sprint  88-On

VW-Audi  74-On

UNIT PACKAGE:  5

20426
(90009-PY3-000)
Zinc & Yellow
With Aluminum
Gasket

Thread: M14-1.5
Hex: 17mm
Length Under Head: 15mm
Washer Head O.D.: 24mm

Fits the following M14-1.5
Applications:
Acura & Honda 2000 - On

UNIT PACKAGE:  5

21650
(55568037)
Zinc

Thread: M14-1.5
Hex: 10mm
Length Under Head: 16mm
Washer Head O.D.: 27mm

Fits the following applications:
Chevrolet Cruze & Volt 2010 - On

UNIT PACKAGE:  2

18025
(E9DZ-6730-B)
Zinc

Thread: M14-1.5
Hex 13mm
Length Under Head: 16mm
Washer Head O.D.: 23mm

Fits the following applications:
Ford: Escort

UNIT PACKAGE:  5

18375
(6503433)

Plain With
Rubber Washer
Face Gasket

Thread: M14-1.50
Hex: 17mm
Length Under Head: 18mm
Rubber Gasket O.D.: 28mm

Fits the following applications:
Chrysler 1.5 & 2.0 Eng.

UNIT PACKAGE:  2

20746
(N90813201)
Zinc With
Sems® Gasket

Thread: M14-1.5
Hex: 19mm
Length Under Head: 20mm
Sems® Washer O.D.: 20mm

Fits the following applications:
Audi Cabriolet & Quattro with 1.8,
1.9, 2.0, 2.7, 2.8, & 3.0 Eng.
VW Beetle, Eurovan, Golf, Jetta,
Passat & Touareg with 1.8, 1.9, 2.0,
2.8, 3.2 & 4.0 Eng.

UNIT PACKAGE: 2

19141
(6504018)

Plain With
Rubber
Washer Face
Gasket

Thread: M14-1.50
Hex: 13mm
Length Under Head: 20mm
Rubber Gasket O.D.: 28mm

Fits the following applications:
Chrysler 2.0, 2.4, 2.7, 3.2, 3.5, 3.7 & 
4.7 Eng. 2000 - On

UNIT PACKAGE:  2

19773
(F75Z-6730-BA)
Phosphate With
Rubber Gasket

Thread: M14-1.5
Hex: 16mm
Lgth Under Hd: 20mm
Washer Hd O.D.: 28mm

Fits the following applications:
Ford Vans & Trucks
With 6.8L Eng. 2000-96

UNIT PACKAGE: 1

19279
(F6TZ-6730BA)
Phosphate
With Rubber Gasket

Thread M14-1.50
Hex: 13mm
Lgth Under Hd: 20mm
Washer Hd O.D.: 28mm

Fits the following applications:
Chrysler with 2.0(F), 2.4(B,G,8),
2.7(R,T), 3.3(G,S,3) & 3.5(G,4)
Eng. 2000 - On
Ford Aerostar, Explorer & Ranger
6 Cyl. 4 Ltr. Eng. 1996-On

UNIT PACKAGE:  2

14678
Zinc

Thread M14-1.5
Hex 16mm
Lgth Under Hd: 20mm
Washer Hd O.D.: 25mm

Fits the following
M14-1.5 applications:
AMC
4 Cyl. VW 121 Eng. 79-77
Chevrolet
4 Cyl. 1.8 (Diesel) Eng. 81-On
Chrysler Corp (Exc. Imports)
4 Cyl. All 78-On
Chrysler Corp. Imports
4 Cyl. All 83-On
4 Cyl. K & W Engines 
(built after 10-81) 82
Ford Motor Co.
4 & 6 Cyl. 98, 122, 140, 171 Eng.
73-On
Honda 4 Cyl. Prelude 83-On
Mazda 4 Cyl. All 72-On
Pontiac 4 Cyl. 1.8 (Diesel) 83-On
Volkswagen
4 Cyl. All (Water Cooled Engine)
74-On

UNIT PACKAGE:  5


